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1. Introduction
Energy and nanotechnology go hand in hand and both play a cru-
cial role in society. In recent years, population growth, fast urban-
ization, and technological development resulted in a substantial 
The design of new advanced materials and technologies is essential for the 
development of smart windows for the next generation of energy-efficient 
buildings. Here, it is demonstrated that the functionalization of glucose-derived 
carbon dots with 1-butyl-3-methylimidazolium chloride results in a self-standing, 
water-soluble, viscous, reusable nanofluid with self-improving conductivity, 
thermotropy around 30–40 °C, and ultraviolet blocking ability. Its synthesis 
is straightforward, clean, fast, and cheap. At 36 °C (hot summer day), a sun-
actuated thermotropic (TT) device incorporating a 95% w/w nanofluid aqueous 
solution exhibits a transmittance variation (ΔT) of 9% at 550/1000 nm, which 
is amplified to 47/31% via the surface plasmon resonance effect. An integrated 
self-healing system enabling independent sun-actuated TT and voltage-actuated 
electrochromic (EC) operation is also produced. The low-energy EC device 
offers bright hot and dark cold modes (ΔT = 68/64%), excellent cycling stability, 
unprecedented coloration efficiency values (−1.73 × 106/−1.67 × 106 cm2 C−1  
(coloring) and +1.12 × 107/+1.08 × 107 cm2 C−1 (bleaching) at ±2.5 V), and 
impressive memory effect. The disruptive design and sustainable synthesis 
of the new nanofluid proposed here will foster the agile development of novel 
products with improved ecological footprint.
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increase of energy demand. The pressing 
need for a dramatic reduction of anthro-
pogenic energy consumption and the tran-
sition to a greener energy scenario has 
prompted many countries to launch several 
initiatives.[1] The “Sustainable Development 
Goals” are the blueprint to ensure universal 
access to affordable, reliable, sustainable, 
and modern energy by 2030.[2]
The building sector is part of the energy 
solution. Buildings represent the world’s 
largest energy consuming economic sector. 
In USA, buildings consume roughly 40% 
of all input energy used.[3] Windows, 
which are responsible for ≈10% of this 
energy,[4] will play a major role in curbing 
the building’s energy loss. Estimates indi-
cate that the replacement of classical win-
dows by smart ones may result in a 40% 
reduction of the building’s energy needs.[3] 
Not surprisingly, the development of 
smart switchable glazing has witnessed 
an upsurge of interest in recent years.[5] 
Current research aims at fabricating smart 
windows applicable across different types of buildings and cli-
mate zones, enabling the fine-tuning of sunlight transmittance 
(visible radiation) and solar heat gain (near-infrared (NIR) radia-
tion). Both parameters have high impact on energy use, indoors 
thermal and visual comfort, and outdoors view.[3]
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Chromogenic materials have been at the core of smart 
switchable architectural glazing. In these materials, an external 
stimulus triggers a change of the optical properties.[6] Several 
chromogenic technological solutions have been implemented 
at a small scale. Deploying dynamic windows in every building 
of the planet is, however, a challenging goal which will only 
be attained if high-tech materials are further developed, while 
ensuring sustainability assets. This effort calls for new designs 
and synthesis strategies, and for radical new concepts and para-
digms of materials science.
Herein, we demonstrate an innovative nanotechnology-based 
platform offering tremendous opportunities for the field of 
smart windows. It relies on the use of a nanofluid composed 
of glucose-derived carbon dots (Cdots) functionalized with 
the 1-butyl-3-methylimidazolium chloride ([Bmim]Cl) ionic 
liquid (IL).
ILs are unique compounds with tremendous technological 
interest. They are particularly suitable for eco-friendly energy 
applications.[7–11] As they may act as solvents, reactants, or 
structure directing agents, ILs are advantageous for mate-
rials synthesis.[12] The widely used [Bmim]Cl was selected for 
several reasons: 1) its nontoxicity[13] makes it favorable for 
application in the building sector; 2) it exhibits a reversible ther-
motropic (TT) effect at 30 °C[14] associated with a trans–trans 
to trans–gauche conformational change of the butyl chain;[15] 
and 3) it has strong hydrogen bond–accepting ability imparted 
by the Cl− ion.[16–18]
Cdots are carbon-based nanomaterials with outstanding 
attributes.[19] They show great prospects for energy applications, 
but research in this domain is still at infancy. Their optical fea-
tures are particularly appealing. Tailoring Cdots size allows fine-
tuning of their excitation/emission features.[20] Moreover, their 
absorption/transmission properties may be greatly enhanced 
via the surface plasmon resonance effect (SPRE). Furthermore, 
Cdots are generally composed of amorphous and graphitic 
carbons, and hence surface plasmons can be observed among 
sp2 hybridized carbon atoms, which will significantly enhance 
the plasmonic effect.[21,22] Another advantage of Cdots is the 
possibility of producing them from carbohydrates which are 
abundant in nature, have low carbonization temperatures, and 
are nontoxic.[23] A critical drawback of carbon nanomaterials 
is that they usually require expensive and time-consuming 
pretreatments to make them hydrophilic.[24] Although their 
dispersibility in water has been greatly improved by surface 
modification and the use of surfactants, these are expensive 
and low-yield methods.[24]
The association of [Bmim]Cl with Cdots led to the forma-
tion of a non-Newtonian TT nanofluid, water-soluble, reusable, 
and exhibiting self-improving behavior. Typical nanofluids are 
described as stable suspensions of nanoparticles (NPs) in con-
ventional base fluids.[25] Nanofluids present several advantages 
over the base fluid, such as superior heat transfer rates[26] which 
may become unusually high whenever the nanofluid exhibits a 
non-Newtonian behavior.[27]
We envisioned that this nanofluid would own great potential 
for the energy area, and, in particular, for the smart windows 
technology. There are broadly two types of smart windows: 
environmentally activated and electrically activated. An environ-
mentally activated smart window (or passive window) does not 
require electric supply as its operation depends exclusively on 
natural sunlight. These sort of windows can be further classi-
fied as photochromic, thermochromic, and TT. In contrast, an 
electrically activated smart window (or active window) requires 
electric supply. Electrochromic (EC), liquid crystal, and sus-
pended particle (SP) smart windows belong to the latter cat-
egory. It is worth referring at this stage a breakthrough tech-
nology introduced recently using fluidic windows based on 
thermoactive building systems (TABS).[28] This concept has 
proved to be an effective alternative to help reducing the energy 
input of buildings. This technology relies on channels for the 
circulation of the fluid, which acts as both reservoir and trans-
port system to harvest external heat and solar energy.[29] The 
channels can be incorporated into the building infrastructure 
(e.g., walls, ceilings, and floors), thereby transforming them 
into thermally active components.[30] The windows are basically 
low cost, switchable, ultrathin SP devices (SPDs) suitable for 
large-area integration with smart façades. The circulating fluid 
incorporates magnetic nanoparticles enabling active shading 
and solar-thermal energy harvesting. The loading state and the 
optical properties of the liquid are controlled through remote 
switching in a particle collector-suspender device. In compar-
ison to the classical SPD concept, this solution does not require 
electrical contacts, transparent conductive layers, or electrolytes. 
However, despite the fact that these windows do provide effi-
cient glazing control, the production of the microchannel struc-
ture where the fluid will circulate is compulsory, and energy 
must be provided for fluid circulation.
To test the potential of our nanofluid as a disruptive material 
for smart windows technology, we decided to evaluate its perfor-
mance in two prototype devices: a sunlight-actuated TT device 
(TTD) with SPRE-enhanced performance, and an integrated 
TTD/EC device (ECD) system independently operated by sun-
light/voltage. Our findings evidence the tremendous interest in 
the nanofluid for the fabrication of self-healing smart devices 
extremely easy to be fabricated, endowed with visible/NIR con-
trol ability, and featuring various impressive figures of merit.
2. Results and Discussion
2.1. Design, Synthesis, and Characterization of the Nanofluid
Here, we show that the Cdots synthesis from glucose and their 
functionalization with [Bmim]Cl, by means of a one-pot hydro-
thermal method using a simple, straightforward, single-step 
procedure, under mild reaction conditions, are possible. [Bmim]
Cl acted both as reaction medium and functionalization mol-
ecule (Figure 1). Hydrothermal methods for Cdots production 
usually require, regardless of the raw material, temperatures 
above 200 °C, reaction times slower than 3 h, and high pres-
sures.[31,32] The introduction of [Bmim]Cl allowed for an easily 
scalable and faster synthesis (1 h), lowering the temperature to 
100 °C at atmospheric pressure, ruling out expensive and com-
plex equipment.
The preparation of Cdots by hydrothermal carboniza-
tion of carbohydrates generally occurs through rupture of the 
N-linkages until low molecular weight organic molecules are 
formed.[33] During this process, small nucleation clusters are 
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formed leading to the NPs formation. The NP size increases 
with reaction time until a stable value is reached that allows 
them to remain suspended in the reaction media. [Bmim]Cl 
plays a twofold role. Because of its low interfacial tension, the 
nucleation rate increases, facilitating the formation of smaller 
particles. Additionally, its low interface energy helps stabi-
lizing the produced Cdots, preventing their aggregation.[34] The 
water content in the IL interferes significantly with the size of 
NPs, as it must be kept below 10% to guarantee functionali-
zation.[35] For this reason the amount of water was thoroughly 
controlled and a brown viscous nanofluid resulted (Figure 1). 
Elemental analysis demonstrates that the nanofluid contains, 
as expected, 44% of carbon and 11% of nitrogen (Figure S1, 
Supporting Information). Scanning electron microscopy (SEM) 
images (Figure 2a,b) are consistent with the different chemical 
composition of the spherical Cdots and the [Bmim]Cl sur-
rounding them (Figure S2a,b, Supporting Information). To 
observe the individual NPs, high-resolution transmission elec-
tron microscopy (HR-TEM) was performed. The images show 
homogeneous, well-defined, and spherical Cdots (Figure 2c). 
Their mean size, determined by dynamic light scattering 
(DLS), is 6.8 nm (Figure S3, Supporting Information), which 
is the typical value for NPs synthesized in the presence of an 
IL with low water content. The functionalized Cdots exhibit a 
lattice spacing of 0.24 nm (inset of Figure 2c) associated with 
the (020) plane of graphite.[36] Atomic force microscopy (AFM) 
(Figure 2d–f) reveals 535 particles in a 10 × 10 µm2 area and a 
quite low roughness of 1.877 nm.
Based on the DLS data and on the masses of carbohydrate 
and IL employed, we estimated that the Cdots have around 
37 [Bmim]Cl molecules at their surface and that the surface 
Adv. Sustainable Syst. 2019, 1900047
Figure 1. Synthesis of the nanofluid. Schematic representation of the 
nanofluid synthesis, using anhydrous glucose as starting material and 
1-butyl-3-methylimidazolium chloride as both reaction medium and func-
tionalization molecule.
Figure 2. Structure and morphology of the nanofluid at the nanoscale. a,b) SEM and c) HR-TEM images. Fast-Fourier transformation of the TEM image 
(inset of (c)) allowed the determination of a 0.24 nm characteristic distance. d) AFM phase, e) 2D topographical, and f) 3D topographical images 
obtained in resonant mode. EDS analyses of the areas highlighted in (a) are given in Figure S2a,b in the Supporting Information.
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charge density is ≈1.10 × 1015 cm−2. These values are in per-
fect agreement with those of Sun et al.[37] However, a reaction 
temperature of 180 °C, pyrolysis, and a multistep procedure 
were required by these authors to obtain Cdots with similar 
surface characteristics. Further characterization revealed a weight 
loss of 8% below 300 °C in the nanofluid thermogravimetric 
analysis (TGA) curve (Figure S4, Supporting Information) 
which is associated with the decomposition of the oxygen-
containing moieties of small molecules weakly bonded to the 
Cdots surface. The sharp weight loss at 320 °C is attributed to 
the decomposition of the [Bmim]Cl molecules located at the 
Cdots surface. These results confirm the functionalization of 
the Cdots surface with different chemical species (very likely 
hydroxyl (OH), [Bmim]+ and Cl−), and reveal that [Bmim]Cl 
exerts a stabilizing effect on the Cdots. The Cdots Zeta Poten-
tial is negative and low, indicating the occurrence of small NPs 
stable in solution (Figure S5, Supporting Information). More-
over, it increased with temperature, proving that the stability of 
the Cdots in the nanofluid increases with temperature.
The conductivity of the nanofluid ranges from 0.46 to 
2.8 mS cm−1 at 24 and 58 °C, respectively (Figure 3a). In gen-
eral, ILs exhibit lower conductivities than their corresponding 
concentrated aqueous electrolyte solutions, due to the decrease 
of ion mobility and of the proportion of available charge car-
riers.[38] The combination of ILs with Cdots is an innovative 
and efficient way of overcoming this drawback, since the nano-
fluid exhibits higher conductivity than the 95% w/w nanofluid 
aqueous solution (inset of Figure 3a). The exact nature of the 
charge carriers is unknown at present. However, considering 
that Cl− ions are prone to hydrogen bond to OH groups at 
the surface of the Cdots in the case of the nanofluid, and also to 
water molecules in the case of the aqueous solution, it is highly 
likely that the conductivity measured is correlated with the 
transport of protons via Grotthuss hopping and/or vehicular 
mechanism. We cannot discard, however, the fact that Cdots 
have naturally occurring surface defects, traps, and holes which 
provide interesting substrates for nanoscale conductivity.
We note that the conductivity of the nanofluid and of the 
95% w/w nanofluid aqueous solution demonstrated nonreversible 
hysteresis behavior upon consecutive heating/cooling cycles, 
the effect being more marked in the latter material. The ini-
tial conductivity value was never recovered and became higher 
with cycling, denoting an appealing self-improving feature 
(Figure 3b).
The dynamic viscosity of the nanofluid, measured under stir-
ring (100 rpm), decreased progressively with the increase of 
temperature in a reproducible way (Figure 3b). On cooling the 
nanofluid to 25 °C after heating it to 60 °C, the dynamic vis-
cosity showed hysteresis, but the system did not attain its initial 
value, demonstrating a non-Newtonian behavior. A drastic vis-
cosity decrease of 80% and 93% occurred after the 1st and 2nd 
cycles, respectively (Figure 3b). Yet, no changes were detected 
overtime in the absence of heating, a proof of the stability of 
the nanofluid. In the case of non-Newtonian nanofluids based 
on carbon nanotubes, the increase of the effective dynamic vis-
cosity with time was ascribed to NP aggregation induced by the 
surface electron charge and strong van der Waals forces.[39] In 
this work, the viscosity did not change unless heat was provided 
and the formation of aggregates was not visible. Therefore, these 
results provide strong evidence that the viscosity temperature 
dependence of the present nanofluid is solely due to the Cdots 
characteristics rather than to an aggregation phenomenon.
We associate the nanoscopic conductivity and viscosity 
memory effects described above, and the nonreversibility of 
the hysteresis with the disruption/reformation of the hydrogen-
bonded array[40] existent in the nanofluid and in its aqueous 
solution. Indeed, the Cdots surface groups tend to hydrogen 
bond to the Cl− ions in the nanofluid, and also to water 
molecules in the 95% w/w aqueous solution. When the sample 
is heated above the [Bmim]Cl TT transition temperature (Tt), 
two processes operate concomitantly: the extended-to-coiled 
butyl chain conformational change, and the annihilation of the 
hydrogen-bonded network. During cooling, the reformation 
of the same hydrogen bonds is unlikely. Moreover, the chain 
conformational transformation, which is a reversible phenom-
enon in the case of pristine [Bmim]Cl, is constrained in the 
nanofluid.
This explanation agrees with the fact that the hysteresis is much 
more marked in the case of the 95% w/w nanofluid aqueous solu-
tion (inset of Figure 3a) than in the nanofluid itself (Figure 3a). 
Adv. Sustainable Syst. 2019, 1900047
Figure 3. Conductivity and dynamic viscosity of the nanofluid. a) Arrhenius conductivity of the nanofluid in the 1st heating (red symbols)/cooling 
(blue symbols) cycle. Inset of (a): Arrhenius conductivity of the 95% w/w nanofluid aqueous solution. b) Conductivity (left y-axis pink symbols) and 
dynamic viscosity (right y-axis, green symbols) of the nanofluid measured at 25 °C over the first three heating (circles)/cooling (squares) cycles. 
c) Arrhenius dynamic viscosity of the nanofluid in the 1st heating (red symbols)/cooling (blue symbols) cycle. Inset of (c): Photograph of the nanofluid 
below (left) and above (right) the thermotropic transition temperature. The lines drawn are guides for the eyes.
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The nonrecovery of the initial values of conductivity and viscosity 
reveal that the nanofluid is a complex system[41,42] characterized 
by self-organization.[43] Heat perturbs the nanofluid acting like 
a “quake,”[44] pushing it to a metastable state, different and less 
stable than the initial state, and inducing irreversible changes in 
all its properties. After heat removal, the stressed nanofluid tries 
to relax, and its components seek collective coherent arrange-
ments to reach a more stable state. Each new heating cycle sends 
the nanofluid to a completely different metastable state.
Neither the Cdots optical absorption nor the fluorescence 
emission are due to an intrinsic band gap. Indeed, because of 
their sp2 hybridized carbon atoms plasmons, and radiative 
recombination of the surface-confined electrons and holes, the 
changes in the Cdots absorption and fluorescence properties 
originate from a process different from that of semiconductor 
quantum dots.[45,46] Nonetheless the Cdots possess a broad exci-
tation/emission band, and a weak ultraviolet UV–vis absorption 
tail extending from the maximum peak absorption at 263 nm 
(Figure 4) to the visible region of the solar spectrum (Figure 4). 
This feature is particularly important in smart window appli-
cations, because the TT nanofluid can act as UV harvest unit, 
blocking UV from reaching indoors. Interestingly, this UV–vis 
absorption is temperature-dependent (Figure 4), pointing out 
the potential of this nanofluid as UV harvest unit during day-
time temperature fluctuations.
2.2. TT Devices
TT materials change their light scattering properties with 
temperature, switching from a transparent off-state to a light 
scattering on-state when the temperature of the window glass 
is below or above the Tt of the material, respectively.[47] TTDs 
are passively switching systems with high solar modulation, 
sunlight-driven, self-regulating and thus virtually zero-energy 
consumption (Figure 5a). TTDs involve maintenance-free 
Adv. Sustainable Syst. 2019, 1900047
Figure 4. Optical features of the nanofluid. Absorption spectra at 25 °C (left axis, light brown area) and 50 °C (left axis, black line); Fluorescence emis-
sion spectrum excited at 400 nm (right axis, green area); AM1.5G photon flux (right axis, red–orange area) recorded with a solar simulator (model 
10500, Abet Technologies).
Figure 5. Schematic representation of the operation of a window glass incorporating the SPRE-enhanced TTD a) or the integrated TTD/ECD system 
b) proposed here. Outside view at 25 °C I), 36 °C II), 50 °C III), 60 °C IV), and −2.5 V V).
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low-cost products, with variable shape and size, high long-term 
stability, and easy installation.[48] Tt should be close to room 
temperature for the window to be energy efficient. TTDs are 
applicable in areas where obstructed view is irrelevant, such as 
skylights, roof lights, upper windows, inclined glazing, privacy 
glazing, and façade elements.
To test the performance of a TTD incorporating the nano-
fluid, a 95% w/w nanofluid aqueous solution was simply 
sandwiched between two plain glass plates (Figure 6a). The 
TTD transmittance (T in %) decreased with temperature 
(Figure 6c,e,f (I,II)), corroborating the absorption data. The T 
value reduction at 36 °C confirms that the [Bmim]Cl TT tran-
sition is retained in the nanofluid. The switching efficiency 
(ΔTTT = TT<Tt – TT>Tt) at 36, 40, and 60 °C were 4, 9%, and 17%, 
respectively, at 550 and 1000 nm (Table 1).
The TT behavior was extraordinarily enhanced via SPRE. 
The plasmonic interaction of metal NPs with light can boost 
the performance of solar radiation absorption.[47,48] When these 
NPs are in contact with highly conducting Cdots, the effect 
is outstanding. A second TTD was assembled in which one 
of the glass plates was decorated with silver (Ag) islands[45,49] 
(Figure 6b). The excitation of the nanofluid plasmons and 
their transformation into propagating photons boosted the TT 
phenomenon (Figure 6d–f (III,IV)) with respect to the Ag-free 
TTD. At exactly the above temperatures, impressive ΔTTT values 
of 37/21, 47/31 and 61/55% resulted at 550/1000 nm (Table 1).
Figure 6g,h demonstrates the good stability of both TTDs 
over 10 heating/cooling cycles.
2.3. Integrated TT/EC Device
EC materials change their optical properties in a reversible and 
persistent way upon application of a small voltage (usually 1–3 V). 
The window remains transparent at all times during the 
modulation of transmitted daylight and solar heat gains. The 
archetypal EC device multilayer sandwich configuration is com-
posed of external transparent conducting oxides (TCOs), an 
EC film, an ion conductor (IC), and an ion storage (IS) layer. 
In general, ECDs offer a transparent (bleached) off-state, and 
Adv. Sustainable Syst. 2019, 1900047
Figure 6. Performance of the glass/95% w/w nanofluid aqueous solution/glass (left) and SPRE-enhanced glass/95% w/w nanofluid aqueous solu-
tion/Ag/glass (right) TTDs. Schematic representation of the devices a,b) and temperature dependence of the transmission spectra c,d). Visible e) and 
infrared f) photographs of both devices at room temperature I,III) and above the TT transition temperature II,IV). Cycling stability at 550 nm g,h).
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one (or several) colored on-state(s), as a result of reduction/ion 
insertion and oxidation/ion disinsertion processes taking place 
in the EC and IS, respectively. As EC windows require extra 
electric energy to drive the transparency/color switch, they 
may be addressed as low-energy consumption devices.[50] EC 
windows offer modulation of sunlight over a broad spectral 
range, controllable transmission, absorption and/or reflectance, 
and open-circuit memory (Figure 5b). During operation, 
outside view is never obstructed.
In the present work we envisaged the production of an inte-
grated TTD/ECD system featuring independent operation. It 
would be either sun-actuated (TT mode) or manually-actuated 
(ECD mode) whenever decided by the user. The new device con-
cept introduced here implies the use of an amorphous tungsten 
oxide (a-WO3) EC film, a crystalline nickel oxide (c-NiO) IS layer, 
the 95% w/w nanofluid aqueous solution as IC, and external 
TCOs of amorphous indium zinc oxide (a-IZO) (Figure 7a). The 
latter oxide is transparent in the visible and NIR[51] and exerts 
tremendous benefits on the performance of ECDs.[52,53]
The integrated device was subject to cyclic voltammetry 
(Figure S6, Supporting Information) and chronoamperom-
etry (CA) cycling (±2.5 V, 50 s intervals) (Figure 7c) to evaluate 
its performance at room temperature. Switching efficiency 
(ΔTEC = Tbleached − Tcolored) values of 68/64% and optical den-
sity (ΔOD = −log (Tcolored/Tbleached)) values of 1.2/1.1 resulted at 
550/1000 nm (Figure 7b and Table 1). The anodic and cathodic 
current densities have practically the same value that remained 
constant, demonstrating excellent stability (inset of Figure 7c). 
During coloration, the cathodic current returned to zero. In 
contrast, during bleaching, the anodic current never returned 
to zero. We associate this residual current with the resistance 
offered by the c-NiO/a-IZO plate to the passage of the electric 
field due to the NiO crystallinity and surface roughness.[51]  
CA measurements were pursued after separating apart both 
plates and joining them back together (video). The perfor-
mance of the reconstructed device was not affected, confirming 
the good mechanical and adhesion properties of the 95% w/w 
nanofluid aqueous solution. Moreover, upon application of 
−2.5 V, the ECD remained in the colored state over a month 
under open circuit with minimal coloration loss, denoting 
an exceptionally good performance (Figure 7d). The CE 
(CE = ΔOD/ΔQ, Q being the inserted/disinserted charge den-
sity) values are colossal: −1.73 × 106/−1.67 × 106 cm2 C−1 for 
coloration and +1.12 × 107/+1.08 × 107 cm2 C−1 for bleaching 
at 550/1000 nm. Figure 7e confirms that the TTD and ECD 
modes operate independently. Indeed, coloring was tempera-
ture-independent and scattering was voltage-independent. This 
means that under ECD operation Joule heating did not induce 
a scattering change.
3. Conclusions
Here, we show that a non-Newtonian nanofluid based on [Bmim]
Cl-functionalized Cdots is a valuable approach for the new gener-
ation of low-cost, green smart windows of energy efficient build-
ings. The figures of merit are: 1) simple, clean, fast, and nontoxic 
synthesis; 2) high conductivity and viscosity; 3) thermally induced 
nanoscopic memory effect that results in self-improving conduc-
tivity at consecutive heating/cooling cycles; 4) UV solar absorp-
tion which increases with temperature; and 5) thermotropy at 
30–40 °C. The material was successfully used in two types of 
self-healing smart devices: a passive glass-based TTD with SPRE-
boosted performance for zero energy buildings, and a device 
integrating independent sun-actuated TT and voltage-actuated 
EC options for energy efficient buildings. The active ECD encom-
passes bright hot and dark cold modes, and features colossal 
values of CE together with impressive optical memory.
Future work will focus on the performance of the devices 
as a function of time and temperature. They will be subject to 
artificial weathering tests in order to access the product dura-
bility. Tests will be performed under standard test conditions 
(AM1.5G solar simulator) and under real daylight conditions. 
The study will span a wide range of temperatures, including 
the low-temperature end below room temperature (down to 
−30 °C). The lifecycle assessment is of prime importance when 
practical applications of smart windows in sustainable buildings 
are envisaged. In the present case, such studies require extreme 
care given the complex nature of the nanofluid characterized 
by self-organization. Each heating and cooling cycle pushes the 
nanofluid to different metastable states, one of the consequences 
being the unique self-improving conductivity effect observed.
This work paves the way for the synthesis of other Cdots/
IL nanofluids, and opens a window of exciting opportunities 
and tremendous challenges for the energy field, and for a wide 
variety of other equally exciting domains.
Adv. Sustainable Syst. 2019, 1900047
Table 1. Optical parameters of the TTDs in the plain and plasmonic modes, and electro-optical parameters of the ECD mode of the integrated TTD/
ECD system. T/ΔT and CE values are given in % and cm2 C−1, respectively.
λ [nm] TTDplain TTDplasmonic
T25 °C T36 °C ΔTTT T40 °C ΔTTT T60 °C ΔTTT T25 °C T36 °C ΔTTT T40 °C ΔTTT T60 °C ΔTTT
550 87 83 4 78 9 70 17 71 34 37 24 47 10 61
1000 86 82 77 69 76 55 21 45 31 21 55
ECD
Tbleached Tcoloreda) ΔTEC ΔOD CEinb) CEoutb)
72 4 68 1.2 −1.73 × 106 +1.12 × 107
70 6 64 1.1 −1.67 × 106 +1.08 × 107
a)After 210 CA cycles; b)Measured on the 210th cycle.
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4. Experimental Section
Materials: Anhydrous glucose (analytical grade, Fisher Scientific) and 
1-butyl-3-methylimidazolium chloride (98%, Merck and Acros Organics) 
were used as received. High-purity Milli-Q water (resistivity 18 MΩ cm, 
Interlab Sistem Purist UV set) was used to prepare the aqueous solution.
Synthesis of In Situ Functionalized [Bmim]Cl/C Dots Nanofluid: The 
single-step synthesis of Cdots was performed in a round-bottom 
flask with constant magnetic stirring. The Cdots were prepared by 
the addition of [Bmim]Cl to anhydrous glucose in a 1:5 w/w ratio. 
The resulting mixture was heated to 100 °C for 1 h and left to cool 
at room temperature. After cooling, the resulting Cdots presented a 
viscous consistency and a brown coloration. They were transferred 
into a dialysis cellulose tubing membrane with a molecular weight 
cut-off of 500 Da and were dialyzed against ultrapure water for 40 h. 
The resulting solution was centrifuged for 10 min at 5000 rpm and the 
supernatant was extracted and centrifuged again. This procedure was 
repeated thrice, until no solid could be separated from the solution. 
The resulting solution was lyophilized until no water was found (roughly 
3 days). The purified Cdots had a viscous nanofluidic consistency at 
room temperature. Upon lyophilization, the nanofluid could easily be 
redispersed in water, ethanol, and acetone whenever necessary.
Characterizations Procedures: High-resolution transmission electron 
microscopy images were recorded at the International Iberian 
Nanotechnology Laboratory (INL)-Portugal on a JEOL JEM 2100 
(200 kV) with UC-A on holey 400 mesh Cu grids (Ted Pella ref. 01824). 
The samples were prepared by drop-casting a solution of the sample in 
absolute ethanol onto a grid, followed by drying at room temperature. 
The AFM measurements were performed in a Nano-Observer AFM 
microscope (CSInstruments AFM Microscopes, France) using a taping 
mode, and a super sharp Si HQ:NSC19/FORTA probe with a frequency 
resonance of 60 kHz and a spring constant of 0.3 N m−1. Flattening 
and elimination of line noise tools and a low-pass filter were provided 
by the Gwyddion 2.52 software to improve the quality of the images. 
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Figure 7. Performance of the ECD mode of the integrated glass/a-IZO/a-WO3/95% w/w nanofluid aqueous solution/c-NiO/a-IZO/glass TTD/ECD 
system. a) Schematic representation. b) Transmission spectra in the bleached state/bright hot mode (blue line) and in the colored state/dark cold mode 
upon application of −2.5 V (cyanide line). c) CIE 1976 L*a*b* color diagram: as-deposited state (red triangle) and colored state at −2.5 V (red circle). 
d) Variation of the current density with voltage steps of ±2.5 V at every 50 s over 60 cycles. Inset of (d): zoom of last CA 10 cycles. Optical memory test 
upon application of −2.5 V. e) Transmittance values were registered at 550 nm (black symbols) and 1000 nm (red symbols). f) Independent operation 
of the integrated TT/EC device: visible photographs (top) illustrate the active operation of the integrated system operating as a pure ECD I–III) and as a 
pure TTD III,IV). ECD operation: coloring (−2.5 V) I,II) and bleaching (+2.5 V) II,III) states. TTD operation: heating from room temperature to 39.6 °C. 
Infrared photographs (bottom) I–III) demonstrate that the temperature of the ECD did not change upon voltage application. Visible photographs (top) 
III,IV) demonstrate that the color of the TTD did not change during heating.
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The determination of the number of NPs in the measurements was 
performed using marked border detection with a Laplace edge tool of 
Gwyddion 2.52 software. SEM and energy dispersive X-ray spectroscopy 
(EDS) measurements were acquired in a TableTop SEM Model 
EM-30AXPlus (COXEM, Korea/Measurements performed by ScienTec, 
France) and a Bruker Quantax Flash 630, respectively, using an absolute 
ethanol dilute solution. TGA was performed using a TG209 F3 Tarsus 
thermogravimetric analyzer (Netzsch Instruments) under a nitrogen 
atmosphere with a heating rate of 10 °C min−1. UV–vis spectra were 
recorded using a UV–vis spectrophotometer (U-4100). Dynamic viscosity 
measurements were carried out on a rheometer (Brookfield DV-II) with 
a cone-plate system (SSA spindle 21). Conductivity measurements were 
performed on WPA CM35 analog conductivity meter with a homemade 
probe with a constant value of 0.5468 cm−1. Both the viscosity and the 
conductivity sample holder were kept in a thermostatic bath in a Julabo 
F25 between about 5 and 60 °C. The Zeta Potential was measured with 
a Zeta PALS potential analyzer (Brookhaven, USA) with parallel-plate 
platinum black electrodes spaced 5 mm apart and a 10 mm path length 
rectangular organic glass cell. All the samples were measured using a 
sinusoidal voltage of 80 V with a frequency of 3 Hz. For each sample, 
a total of ten values were automatically given by the instrument, which 
were then averaged to give the final value and the standard deviation.
TTD Assembly: Two TTDs were built. Prior to their assembly, static 
contact angle measurements (sessile drop method) of the aqueous 
solution with different concentrations of the nanofluid were performed 
using a clean glass plate and also a Ag-decorated glass plate as substrates. 
The results demonstrated that the 95% concentration of nanofluid was 
an optimal concentration to ensure the best adhesion of the nanofluid to 
the glass surface. In order to maintain the same conditions, this was also 
the concentration used for the integrated ECD described below. For the 
assembly of the first TTD, a volume of 100 µL of the slightly viscous 95% 
nanofluid aqueous solution was spread in between 2 cm × 4 cm glass plates 
and a 0.133 mm thick film with a brownish hue was formed (Figure 6a). 
In the case of the second TTD, silver (Ag) islands were first produced on 
a glass plate by the annealing process.[41,45] The 95% nanofluid aqueous 
solution was then sandwiched between the Ag-decorated glass plate and a 
clean glass plate (Figure 6b), ensuring the same thickness of the nanofluid 
film employed in the above TTD lacking Ag islands (0.133 mm). The 
plasmonic effect is mainly dependent on the size, shape, and interparticles 
distance. By assuring the same metal constitution and film thickness, 
the results may be interpreted as a function of the different intrinsic 
characteristics of the synthetized nanofluid.
ECD Assembly: The active layers of the ECD device (a-WO3 and c-NiO) 
were deposited by sputtering and e-beam evaporation, respectively, 
on a-IZO glass previously deposited by sputtering. The amorphous 
a-WO3 was produced in an argon and oxygen atmosphere (oxygen 
partial pressure of 0.2 Pa) and a deposition pressure of 1.0 Pa, under 
an r.f. power of 200 W in a Pfeiffer Vacuum Classic 500 system using 
3 diameter ceramic target from Plasmaterials, thus achieving a thickness 
of 300 nm. A polycrystalline c-NiO film with a 300 nm thickness was 
obtained from NiO commercial pellets random pieces 3–6 mm (99.99%, 
Super Conductive Materials) and deposited by e-beam evaporation in 
a homemade system, with an initial chamber pressure of 7 × 10−4 Pa 
and growth rate of 6 nm min−1. The a-IZO thin films (resistivity of 
7.97 × 10−4 Ω cm, mobility of 52.1 cm2 V−1 s−1, and carrier concentration 
of 1.50 × 1020 cm−3) were deposited by sputtering, in a homemade 
system, from In2O3/ZnO 89.3/10.7 wt%, 99.99%, 3 in. dia × 6 mm thick 
(Super Conductive Materials). The sputtering process was carried out at 
a constant 0.13 Pa value (argon and oxygen) and room temperature. The 
substrate and target were apart by 10 cm and the r.f. power was 100 W. 
AFM images of the a-IZO, a-WO3, and c-NiO layers were recorded in an 
AFM CSI Nano-Observer equipment (Scientec) in tapping mode using a 
super sharp Si HQ:NSC19/FORTA probe with a frequency resonance of 
60 kHz and a spring constant of 0.3 N m−1.
ECD Characterization: The ECD optical transmittance was measured 
in the 400–1020 nm range using a DH Mini, UV–vis–NIR Lightsource 
Ocean Optics and a halogen lamp. The CV and CA tests were carried 
out using a Gamry potentiostat/galvanostat ZRA 11107. In the setup 
used for measurements, the a-WO3/a-IZO substrate played the role 
of working electrode, the electrolyte acted as a reservoir of ions for 
insertion, and the c-NiO/a-IZO substrate acted as counter and reference 
electrodes. The cathodic and anodic charge densities were obtained 
through the CA curves integration during the coloring and bleaching 
processes, respectively. The Commission Internationale d’Éclairage 
(CIE) 1976 L*a*b* color space ECD coordinates were obtained with 
a Chroma Meter CR-300 Minolta (Osaka, Japan). The L*, a*, and b* 
parameters (L* is the lightness, a* represents the green–red component, 
and b* represents the blue–yellow component) were calculated from 
the average values obtained from three independent measurements in 
different places of the window.
ECD Video Method: A 3.25 cm2 window was prepared as described 
above. In the video, it is possible to see the switching between the colored 
and bleached states upon application of −2.5 and 2.5 V, respectively. 
Additionally, the window was disassembled and assembled again in 
order to illustrate the device self-healing effect. The connections were 
consecutively reversed to access the bleached/colored state. At last, upon 
disassembly of the device, another coloring/bleaching cycle was performed 
proving that its electro-optical characteristics remained unaltered.
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